TOKU '95
s AR SAND RANIMER

MAINTENANCE INSTRUCTIONS

MODEL TB-0G

AIR HOSE AND HOSE CONNECTION:

leoder Hose

g Lubricalor Air Hose

d) Air Leakage: Often loss of power is due to leakage of air
LUBRICATION: from hose connections. Check connections to make sure
"Apply 3—0ce of good quality #60 Spindle Qil into air inlet there is no air leakage.
daily before and after use. Every 3~4 hours apply the same Lubrication and air supply are important factors for usage of
quantity of oil. This will keep operation smooth and result in the air tool. These recommended procedures should be followed
so that maximum efficiency of the air tool may be realized.

longer tool life. "
To maintain proper air pressure it is recommended to use Air

AIR SUPPLY: Pressure Regulator.
Air tools should be used with clean. dry compressed air under
OPERATION:

recommended air pressures.
a) Open the stop valve of air compressor and push the lever

a) Air Compressor: The air tool may be operated with a to start operation. To stop the operation release the lever.

standard S5HP compressor. Drain air tank daily. Leaving

tank undrained might result in damage to the air tool. h) Capacity: Operate air tool within prescribed limits for

maximum too! life. Should the power not sufficient a tool
b)) Recommend Air Pressure: Use the air tool with an air with greater capacity is required.
pressure of 70-95 psi. Operating the tool with higher pressures

for an extended period will shorten the life of the tool and ¢) Take care not to drop the toul on the floor. This may

possibly create safety hazards. result in deformatiom of cylinder etc., putting the tool out

of commisson.

¢) Drain Line and Hose: Even after draining air from the

compressor tank some moisture might remain in the plumb-

ing and hose. Therefore, release air momentarily from air
hose before mounting the air tool to the hose.

d) Avoid applying excessive shock on the tool. such as hit-
ting it with hammer. They may result in displacement of

mechanical alignment.

FOR OPERATOR: APPROVED SAFETY EYE PROTECTION AND GLOVES ARE REQUIRED: PROTECTIVE CLOTHING IS

RECOMMENDED.
SPECIFICATIONS
R Piston Piston Number of Net Overall Air Hose
'1r\1.\"l>e Dia. Stroke Impacts Weight Length Consumption Size
0.
(mm) tin) (mm) (in) (r.p.m) (kg) (1b) {(mm) (in) |Gn/min)  (cfm)| (mm) (in)
TB-0G 22 = () = 1, 00U 2.7 5.9 395 15+ (.35 12.3 12,7 -+ ]

TOKU




